
AGATA DIGITISER NOISE TESTS 

1. Right click on Dig0 and select Show Histogram  

2. In the new window, select Test View tab and Select Histogram Type: ADC mode. 

3. Short Digitiser inputs to ground. 



 

4. To speed up the test collect data from 4 channels at a time (2 from segment and 2 from core) 

5. Under “View” column, select “showed” for sbgsrv2.Segment1, sbgsrv2.Segment2, sbgsrv1.Segment1 and sbgsrv1.Segment2 (“hidden” for 
the rest). 



6. Under “Channel” column, select “1” for the above modules. 

7. Under “Select Histogram Type”, choose “ADC”. 

8. Under “Run” column, select “running” for the above modules and “stopped” for the rest. 

9. Collect 500K‐1M samples and then under “Run” column, select “stopped”. 

10. Verify, visually, that the histograms look Gaussian in shape (zoom in), and that a SNR value is displayed under the corresponding “Channel” 
column. The “*” next to the SNR value indicates that samwise is reading data from the digizer. It disappears (not always!), when reading 
stops. 

11. Go back to point 6, each time incrementing the channel No, all 6 channels are complete (see screen shots below). 

12. Under “View” column, select “showed” for sbgsrv2.Segment3, sbgsrv2.Segment4, sbgsrv1.Core (“hidden” for the rest). 

13. Go back to point 6, each time incrementing the channel No, all 6 channels are complete (see screen shots below). 

 

 

 

 

 



 



 



 

















 

 

 

 



Spare channel noise measurement 

1. In the Dig0 view, select segment Module, segment1, channel 1 choose it to be rooted to the spare channel and send data to card 

2. Under “View” column, select “”showed” and in the “Run” column, set “running” for  sbgsrv2.Segment1 

3. Collect 500K‐1M samples and under “Run” column, set “stopped”. 

4. Go back to Dig0, and select spare channel back to “None”. 

5. Go back to step 1 and repeat for the rest of the spare channels (total 6) 

 

























 

 

 

 



1. When measurements for all the channels are made then in dig0Histogram view, select your folder location and then click on “noise report”, to save 
a detailed report of the measurements. An example is shown below: 

sbgsrv1   15‐11‐2011_17‐05 

  Segment 1 

  Channel  Mean  Sigma  ENOB  SNR    Samples 

  1    8189,12  0,78  12,57  77,44  278829 

  2    8221,63  0,94  12,30  75,78  311639 

  3    8305,57  0,91  12,34  76,06  341720 

  4    8217,67  0,92  12,33  76,00  329254 

  5    8171,92  0,92  12,33  75,98  771652 

  6    8229,76  0,94  12,30  75,80  328874 

  7    8250,70  0,94  12,29  75,76  496055 

  Segment 2 

  Channel  Mean  Sigma  ENOB  SNR    Samples 

  1    8185,54  1,21  11,93  73,60  368006 

  2    8225,54  0,96  12,27  75,64  350533 

  3    8233,25  0,93  12,31  75,86  304434 

  4    8203,19  0,94  12,29  75,77  328153 



  5    8255,91  0,91  12,34  76,07  735301 

  6    8214,68  0,93  12,31  75,87  330887 

  7    8211,52  0,91  12,34  76,07  652890 

  Core 

  Channel  Mean  Sigma  ENOB  SNR    Samples 

  1    8269,83  0,95  12,28  75,69  492949 

  2    8195,33  0,92  12,32  75,94  494651 

sbgsrv2   15‐11‐2011_17‐05 

  Segment 1 

  Channel  Mean  Sigma  ENOB  SNR    Samples 

  1    8308,11  0,89  12,38  76,27  426959 

  2    8268,54  0,89  12,38  76,30  328204 

  3    8282,03  0,92  12,33  76,01  301578 

  4    8308,02  0,90  12,36  76,16  285796 

  5    8259,27  0,94  12,29  75,76  333522 

  6    8314,16  0,94  12,30  75,81  315200 

  7    8279,63  1,02  12,18  75,08  810892 

  Segment 2 



  Channel  Mean  Sigma  ENOB  SNR    Samples 

  1    8252,12  0,90  12,37  76,21  427801 

  2    8227,99  0,90  12,36  76,14  289540 

  3    8209,94  0,92  12,33  76,01  309281 

  4    8236,84  0,91  12,34  76,05  297954 

  5    8199,77  0,91  12,34  76,05  148285 

  6    8301,30  0,95  12,29  75,74  456447 

  7    8278,57  0,93  12,31  75,87  340374 

  Segment 3 

  Channel  Mean  Sigma  ENOB  SNR    Samples 

  1    8216,97  0,91  12,34  76,06  295808 

  2    8195,13  0,94  12,30  75,83  316791 

  3    8233,44  0,94  12,29  75,77  326022 

  4    8225,01  0,91  12,34  76,04  438033 

  5    8202,25  0,93  12,31  75,87  319529 

  6    8151,49  0,98  12,24  75,45  369855 

  7    8212,86  0,89  12,37  76,24  876373 

  Segment 4 



  Channel  Mean  Sigma  ENOB  SNR    Samples 

  1    8297,78  0,91  12,34  76,05  317522 

  2    8327,91  0,91  12,34  76,05  296225 

  3    8309,87  0,95  12,28  75,67  325237 

  4    8329,07  0,91  12,34  76,07  295075 

  5    8284,96  0,88  12,39  76,37  293441 

  6    8304,10  0,87  12,41  76,45  269124 

  7    8319,58  0,94  12,30  75,79  994468 



Note: 

The above measurements 


